
Client: _______________________________

Project: ______________________________

Specifi er: _____________________________

Type: ________________________ Qty: ____

ArcPixel Power CE ™

Category: ArcDot / ArcPix Power

FEATURES:

• Input Voltage: 100-240V AC 50-60Hz
• Power consumption:  640W
• Max Load - ArcDot:

25 x ArcDot Per Zone (4 Zones)
35 x ArcDot Per Zone (3 Zones)

• Max Load - ArcPix:
100 x ArcPix Per Zone (4 Zones)

• Control: DMX 512, Artnet, Usitt
• Housing: Steel Plate
• Max Cable Length ArcDot:

100m Max to last Node @ 25 Per Zone
65m Max to last Node @ 35 Per Zone

• Max Cable Length ArcPix:
100m Max to last Node @ 100 Per Zone

• Fixing Method: 4 Fixing Holes
• IP Rating: IP2X
• Operating Ambient Temp: +40°C (+104°F )
• Certifi cation:  CE, RoHS
• 5 Year Warranty

256 (10.1)
175 (6.9)

94  (3.7)

5 (0.2)

7 
(0

.3
)

29
2 

(1
1.

5)

31
0 

(1
2.

2)
32

6 
(1

2.
8)

SPECIFICATION SHEET

IP2X

Ref: ArcPixel Power (CE) Page 1 of 2

ROBE lighting s.r.o, Palackeho 416 757 01 Valasske Mezirici, Czech Republic. Tel: +420 571 751 500 - Fax: +420 571 751 515 - E.mail: info@anolis.eu

www.anolis.eu | www.anolislighting.com
 V2 - 9-11-2018 



Category: ArcDot / ArcPix Power

Electrical Input Voltage
Power Consump�on

Control Interface Protocol
Display

sehcnIlacisyhP
mm
lbs
kg

Number of Led Output Zones
)BGR( xiPcrA)WBGR( toDcrA

Maximum Load Per Zone 001)52 yllacipyt( 53
Total Load 004001
DMX Channels
Max Cable Length enoZ reP m001)enoZ reP 53 @ m56( enoZ rep 52 @ m001

DMX Connec�on
RS232 Connec�on
Fixing Method
IP Ra�ng
IK Ra�ng
Cooling System
Opera�ng Temperature Range

Cer�fica�on Lis�ngs

Accessories Descrip�on
Power Cord C13 (Included)
4 x Screw Terminal Board Sauro CGM 050 M5 (included)

Ferrite GTFC 16-8-16 (ArcDot, ArcDot Flash, ArcSource Outdoor 4Mc Pixel)
Ferrite CSA19/9.4/29-4S60-EN (ArcPix)

7.5

Dot 1: 1=R1,2=G1,3=B1, Dot 2: 4=R2,5=G2,6=B2, ...Dot 100: 298=R100,299=G100,300=B100. 

ArcDot: Chogori CGRBB-03RFFS-SC8001 (Female)

3 Pin Male / Female XLR (In and Out)
RJ45

3.4
4

LED Output Connec�on
ArcPix: Sauro CGF 050 M5

Subject to change without no�ce - please contact Anolis for clarifica�on

4 Digit LED

Width x Height x Depth 12.8 x 10.1 x 3.7
326 x 256 x 94

Weight

IP2X
N/A

-10°C / +40°C (14°F / +104°F )
CE, RoHS

Convec�on

100-240V AC 50/60 Hz
640W (+/- 10%)

USITT DMX512, Artnet

4 Moun�ng Holes
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